Missing Parts? Do not return product. PLBR42_RO_2008

Please call the ROSS Helpline for spare parts.
Ross Helpline: 0845 194 7584 PLBR42 Plasma Wall Bracket

BraCkEt Assembly GUide f Assembly & Installation Instructions

/) Mount Parts Included:
Tools R i n @ x1 Support Plate
equired _ - ® H © x2 Mounting Arm
10mm (Spanner) @ x4 Hook
(Not included) © x4 M6 x 55 Screw
_® @ x4 M6 Nut
@ x2 M6 x 40mm Fixing Bolt

> C

« Phillips Head Screw Driver
« 10mm Spanner
« Electric Drill

« Bubble level G
-0
« Stud finder for drywall _ S
installation G 8-
o
®

Screen Mounting Accessories:
4pcs Bolts: M8 x 25mm
= 4pcs Bolts: M8 x 40mm
4pcs Bolts: M6 x 30mm
4pcs Bolts: M5 x 30mm
4pcs Washer: g8
4pcs Washer: g6
4pcs Plastic Spacers: 8
4pcs Plastic Spacers: 6

Wall Fixing Kit
@ x4 M6 x 50mm Screws
@ x4 Wall Anchors

D WARNING

00

Solid Wood Brick Work

fig.1
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NOT SUITABLE FOR
Plasterboard walls

(unless screwing on to the stud partition)|

Do not mount onto Sheetrock, plasterboard or
panelled walls unless all screws are fixed into
wooden batten/stud.

Itis th ibility of the i

that the wall structure is capable of supporting
the screen and mount in a normal working
environment.

[ (—1

G (Not included)

h doub:

Ify
consulta qual:"ﬁed contractor. Check the
strength of the installation before installing
thescreen.
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Mounting the Wall Plate (Drywall) Mounting the Wall Plate (Solid/Concrete Wall)

1. Locate and mark two adjacent studs/wooden battens for securing the mount. A stud finder is ideal for this. 1. Hold the Wall Plate @), against the wall and level using a bubble level.

2. Hold the Wall Plate @) , against the wall and level using a bubble level. 2. Mark four locations on the wall where the mount will be fixed.
3. Mark four locations (two in the centre of each stud) on the wall where the mount will be fixed. 3. Remove the wall plate and drill a hole at each location. Remove excess dust from the holes.
4. Remove the wall plate @) and drill a pilot hole for the screws. 4. Insert awall anchor () into each hole and tap into place with a hammer if necessary.
5. Fix the wall plate Q , to the wall using Screw Fixings @ provided, with a Phillips screwdriver. 5. Fix the wall plate Q to the wall using Screw Fixings @ provided, with a Phillips screwdriver.
o . . . .
Attach mountingarms to TV Final installation and adjustment

fig.6

. If you want the screen to be flat to the wall when mounted, fix the mounting arms (@) onto the back of your
Flat Panel TV using the Screen mounting accessories provided. fig 5

2. If you want the screen to tilt downwards as well, fix G onto e using Screws and nuts (@) and @ beforehand. fig 1&4 § ) . o
3. Examine the back of your TV and locate the mounting holes. Determine which diameter of bolt from the screen 1. Carefully lift the TV and hook mounting arms © inplace overthe top edge of the wall plate @.
mounting kit - M5, M6, or M8 fits into the holes. Do not release the TV until the mounting arms have securely hooked onto the wall plate. fig 6
4. If the back of your TV is curved or recessed you may need to use the plastic spacers provided. 2. Fixand secure tivghtenlng Screws G.i" place to lock mounting arms onto wall plate
5. Position the mounting arms e over the mounting holes and screw the bolts in place using the washers using a screwdriver. fig 7 and 'f’set_p’d_ . .
provided if M6 or M8 bolts are needed. fig 5. 3. If Part C has been used to provide tilt, adjust the screen angle by slightly unscrewing parts

o

. Make sure that the bolts are snug, but do not over-tighten. @ and @ -Fully tighten when adjusted. inset pic 2



